Pa\//nﬁ Breaker Tools
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_— “Quality First” since 1882
Hex-Shank tool labels are color coded for easy identification.

7/8” X 3-1/4” 1”7 X 4-1/4” 1-1/8” X 6” 1-1/4” X 6”

Working End Length Weight Length Weight Length Weight Length Weight Application
MOIL POINT A11014 14" 34 | A21014 14" 45 | A31014 14” 59 | A41014 14” 7.2
A11018 18” 43 | A21018 18" 5.8 | A31018 18” 7.1 | A41018 18” 8.8 §‘€“dafd""°“
oint -The most
A11024 24” 52 | A21024 24” 6.8 | A31024 24" 8.9 | A41024 24’ {0290 Porular all-purpose
tool. Contractors,
A11036 36" 75 | A21036 36" 9.3 | A31036 36" 12.3 | A41036 36" 15.5 | Public Utiities,
Municipalities and
A21048 48" 12.7 | A31048 48" 15.9 | A41048 48" 19.7 |other users depend
upon this for their
A21060 60” 15.1 | A31060 60” 19.4 | A41060 60" 24.0 |everyday concrete
breaking needs.
A21072 72" 18.7 | A31072 72" 23.0 | A41072 72" 28.4
A21096 96” 24.6 | A31096 96" 30.0 | A41096 96" 37.1
NARROW A12014 14” 34 | A22014 14" 45 | A32014 14” 59 | A42014 14” 7.2
CHISEL A12018 18" 43 |A22018 18’ 58 |A32018 18" 7.4 | A42018 18" 8. |Standard Narow
A12024 24" 52 | A22024 24" 6.8 | A32024 24" 8.9 | A42024 24" 10.9 | for the identical
purpose as the

A12036 36” 7.5 | A22036 36” 9.3 | A32036 36” 12.3 | A42036 36” 15:50 Moil Point, but

= with a blade rather
A22048 48’ 12.7 | A32048 48” 15.9 | A42048 48” 19.7 | than a point, the

Standard Narrow

A22060 60” 15.1 | A32060 60” 19.4 | A42060 60” 24.0 | chiselis preferred
by many.
A22072 72" 18.7 | A32072 72" 23.0 | A42072 72" 28.4
A22096 96" 24.6 | A32096 96" 30.0 | A42096 96" 37.1
” ” ” ” ”
3” CHISEL A13014 14 3.5 | A23014 14 52 | A33014 14 6.7 | A43014 14 81 | standard 3" Chisel
A13018 18” 4.3 | A23018 18” 6.2 | A33018 18" 7.9 | A43018 18” 9.5 |One of the most ver-
satile of all tools. lIts
A13024 24" 55 | A23024 24" 7.7 | A33024 24" 9.5 | A43024 24" 11.6 | many uses include
cutting asphalt, line
A13036 36" 8.0 | A23036 36" 10.6 | A33036 36" 12.9 | A43036 36" 15.7 | cutting or scoring
of concrete, and
A23048 48" 13.6 | A33048 48" 16.2 | A43048 48" 20.4 | breaking of softer
concretes and other
A23060 60" 16.5 | A33060 60" 20.1 | A43060 60" 25.6 | substances too soft
for efficient moil
A23072 72" 19.5 | A33072 72" 23.2 | A43072 72" 29.3 | point work.
A23096 96" 25.4 | A33096 96" 30.8 | A43096 96" 38.0
HI-DUTY HI-DUTY
POINT A14014 14” 41 | A24014 14” 41 | A34014 14” 6.8 | A44014 14” 8.0 |Available in Moil
Point, Narrow Chis-
A14018 18” 6.1 | A24018 18” 6.1 | A34018 18” 8.0 | A44018 18” 9.6 |el, and 3" Chisel,

the HI-Duty tools are
made from a beefier

round steel and are

H I'D UTY recommendeq
CHISEL A15014 14" 41 | A25014 14 41 | A35014 147 6.6 |A45014 147 80 |paengoresker
” ” ” ” h i d
A15018 18 6.1 | A25018 18 6.1 | A35018 18 8.0 | A45018 18 9.6 | rceistomos to fatioue
or prolonged life is
desired.
HI-DUTY
3” CHISEL A16014 14 45 |A26014 14 55 | A36014 14 7.3 | Ad6014 14 8.2
A26018 18" 6.5 | A36018 18 8.5 | A46018 18"  10.0

Note: Length is under collar.
Call your local warehouse for longer lengths and other shank options.
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